
Product specifications may be subject to change without notice. 

Flashview™ fibre optic HDMI cables are designed to transmit 4K ultra HD video signals over long distances without signal loss or 
distortion. Flashview™ fibre optic cables are perfect for displaying CCTV footage in native 4K Ultra HD resolution, they are also 
suitable for use in home theatres, lecture halls, business foyers, data control centres and retail environments.

Fibre Optic HDMI Cables
Available in 10m, 20m, 30m & 50m lengths
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Ordering Information

• HDCP2.2/CEC/EDID support & 3D video format support
• Plug & play install, no power supply/HDMI extender required
• Supports 32 audio channels,1536kHz audio sampling frequency

• Supports up to 4K Ultra HD output resolution at 60Hz
• Transfer high frequency signals without electromagnetic 

interference; High speed data transfer up to 18Gbps 

Series Specifications
General Fibre Optic HDMI Cables
Cable Length 10m 20m 30m 50m
Bandwidth Up to 18Gbps
Resolution Up to 4K Ultra HD (3840 x 2160) @ 60Hz 
Termination Type D to Type A / Male to Male Type D to Type A

• HDMI-10F: 10m Optical Fiber HDMI Cable (Male to Male)
• HDMI-10FC: 10m Optical Fiber HDMI Cable (Type D to Type A)
• HDMI-20F: 20m Optical Fiber HDMI Cable (Male to Male)
• HDMI-20FC: 20m Optical Fiber HDMI Cable (Type D to Type A)
• HDMI-30FC: 30m Optical Fiber HDMI Cable (Type D to Type A)
• HDMI-50FC: 50m Optical Fiber HDMI Cable (Type D to Type A)


